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TYPE OF PRODUCT 
Product for removal of the initial corrosion products, based on the mixtures of inorganic acids and 
organic solvents. 
 

AREA OF APPLICATION 
Used for chemical removal (passivation) of the initial corrosion products from metal surface. 

 
PROPERTIES 
 works quickly, very high efficiency  
 removes thin layers of rust 

 
DENSITY 
1050 - 1150 kg/m3 (HRN EN ISO 2811-1:2004) 

 
APPLICATION METHOD 
Applied by brush or dipping. Upon action of about 30 minutes (depending on the degree of corrosion) 
the process is repeated if it is necessary. After processing, surface needs to be rinsed with water, 
dried and immediately protect with anti-corrosive primer (LUXAL TEMELJ, LUXAL TEMELJ N, LUXAL 
TEMELJ RAPID, LUXAL AQUA TEMELJ). 

 
THINNING 
No thinning. 

 
SPREADING RATE 
It depends on the degree of corrosion. 

 
PACKAGING 
Plastic can á 1 l.  

 
STORAGE 
In dry and good ventilated rooms at temperatures from +5 °C to +25 °C. 
Shelf life: 2 years. 
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SAFETY      
The information about the safe handling, storage and disposal of products please check in the Safety 
Data Sheet. 


