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TYPE OF PRODUCT 
Cementitious, polymer modified one-component coating material, meeting the requirement of EN 

1504-7. 
 

APPLICATION AREA 

• Suitable in concrete repair as reinforcement corrosion protection 

• Suitable as a bonding primer on concrete and mortar 

• Suitable for control of anodic areas (Principle 11, method 11.1 of EN 1504-9) 

 

SURFACE PREPARATION 
Concrete: Substrate must be clean, free from dust, oil and grease and not frozen. Weak areas, voids 

cement laitance must be removed back to a sound substrate by suitable means. Thoroughly pre-wet 

the prepared substrate a recommended 2 hours before application. Keep the surface wet and do not 

allow to dry. Before application remove excess water e.g. with a clean sponge. The surface shall 

appear a dark matt appearance without glistening and surface pores and pits shall not contain water. 

Steel reinforcement: Rust, mortar, concrete, dust and other unsound material mast be removed by 

using abrasive blast cleaning techniques or high pressure water-blasting to SA 2 to ISO 850101. 

 

PREPARATION OF MIX 
Mix the content of a 25-kg sack with about 7,5 liters of water, manually or with power mixer. Use the 

mortar within 40 minutes. Expertan RM 01 can be mixed with a low speed (< 500 rpm) hand drill mixer 

or for machine application. In small quantity, Expertan RM 01 can also be manually mixed. Pour the 

recommended water in a suitable mixing container. While stirring slowly, add the powder to the water 

and mix thoroughly at least for 3 minutes to obtain the required consistency. 

 

APPLICATION INSTRUCTIONS 
Reinforcement Corrosion Protection: Using a suitably clean brush or spraying equipment apply a 

first layer to cover the reinforcement bars approximately 1 mm thick. When first coat is hard to the 

finger nail apply second layer approximately 1 mm thick. If using a spray method protect substrate 

from excessive over-spray wiping away any concentrated accumulation and wait until completely dry 

before to apply repair mortar.  

Bonding Primer: Thoroughly pre-wet the prepared substrate a recommended 2 hours before 

application. Keep the surface wet and do not allow to dry. Before application remove excess water 

e.g. with a clean sponge. The surface shall appear a dark matt appearance without glistening and 

surface pores and pits shall not contain water. 
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Using a suitably clean brush, roller or suitable spraying equipment cover the substrate in a thin layer 
filling all unevenness, pits and pores. 

 

CLEANING 
Tools and containers should be cleaned with plenty of water while product is still fresh. Hardened 

material can only be mechanically removed. 

 

APPLICATION DATA 

MIXING RATIO 
7,5 litres of water for 25 kg powder 

 

SPREADING RATE 
Reinforcement Corrosion Protection: Approx. 2,0 kg/m2 of powder per 1 mm of thickness; depends 

on the substrate roughness (in total min 2 layers). 

Bonding Primer: Approx. 1,8 kg/m2 of powder per 1 mm of thickness; depends on the substrate 

roughness 

 

GENERAL REQUIREMENTS 
Best applied at the temperature between +5 °C and + 30 °C and a relative humidity below 75%. 

 

SUBSTRATE TEMPERATURE 
Between +5 °C and + 30 °C 

 

POT LIFE 
Approx. 40 minutes at 20°C 

 

SYSTEM DATA 
Bonding Primer / Reinforcement Corrosion Protection: 

• EXPERTAN RM 01 

Repair Mortar: 

• EXPERTAN RM 02 

Levelling Mortar: 

• EXPERTAN RM 03 
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PACKAGING 
25 kg paper bags 
 

STORAGE 
In dry and good ventilated space at temperatures from +5 °C to +35 °C. 

Shelf life: 9 months, in its original unopened packaging. 

Keep from and direct sun light. 

 

RECOMMENDATIONS 
Avoid application in direct sun and/or strong wind.  

Do not add water over recommended dosage. 

Do not add additional water during the surface finishing as this will cause discolouration and cracking. 

Protect freshly applied material from freezing. 

 

SAFETY PRECAUTIONS 
See relevant material safety data sheet and label. 
 


